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P/N Switch Style Switch Type Function
Switching 
Voltage

Switching
Current

Switching 
Power

Voltage Drop

SR6-002 3m Wire Version
Reed Switch, 

LED
SPST 

Normally Open
5 -120V 
AC/DC

0.025 Amps Max.
0.001 Amps Min.

3 Watts Max. 3.5 Volts

SR6-004 3m Wire Version
Reed Switch, 
LED & MOV

SPST 
Normally Open

5 -120V 
AC/DC

0.5 Amps Max.
0.005 Amps Min.

10 Watts Max. 3.0 Volts

SR6-021 8mm Pigtail Reed Switch
SPST 

Normally Open
0 -120V 
AC/DC

0.5 Amps Max. 10 Watts Max. 0 Volts

SR6-022 8mm Pigtail
Reed Switch, 

LED
SPST 

Normally Open
5 -120V 
AC/DC

0.025 Amps Max.
0.001 Amps Min.

3 Watts Max. 3.5 Volts

SR6-024 8mm Pigtail
Reed Switch, 
LED & MOV

SPST 
Normally Open

5 -120V 
AC/DC

0.5 Amps Max.
0.005 Amps Min.

10 Watts Max. 3.0 Volts
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Reed Switch - Normally Open Type SR6

E Series World Switch Reed Switch Part Numbers

Dimensions (mm)

Cords M8-thread for Switches and Sensors with Connector

Type       A B C D E  Weight  Order   

             (approx. kg)  Code

Straight with 5m-cable   (3x0.25 mm2)   32.3 24.4 — 9.0 —  0.143  SC6-001  

Elbow with 5m-cable   (3x0.25 mm2)   26.3 17.1 9.2 9.0 8.0  0.145  SC6-002  

Elbow type

M8-thread

Straight type
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Cylinders Bore Part Number

E series Tie Rod 1 1/4”-3” Bore N199-1017

E series Tie Rod 3 1/2”-4” Bore N199-1018

E series Tie Rod 5”-8” Bore N199-1019

E Series Global Switch Bracket

1
2

3

4

E series  Global application Detail

Round Tube and Tie Rod Detail
1. Global Switch

2. Tie Rod Bracket

3. Adjustment Screw

4. Cylinder Tie Rod

Reed Switch (AC/DC NO), flying lead - RSS02, 8mm connector - RSQ02

.248.387

118 FLYING LEAD

.197.236 .252

.882

LED

BU - ~

BN + ~ .252.236 .197

9.843

.387 .248

.882 1.104

LED

3 - ~

1 + ~
31

A

Sensing Data
Ambient temperature range Ta (°F/°C)      -4 to 176 (-20 to 80)
Frequency of operating cycles f at Ue (kHz) 0.5
Turn on time t (ms) <= 0.25
turn off time t (ms) 0.03
LED function indication  yes

Electrical Data
Rated operational voltage Ue (V) 3...130 AC/DC
Supply voltage UB (V) 3...130 AC/DC
Voltage drop Ud at le Stat./dyn. (V) 3.5
Rated insulation volatage Ui (V) 2750 DC (EN 60335-1)
Rated supply frequency (Hz) AC/DC
Rated operational current le (mA) 50 (10W max.)
No-load supply current lo at Ue d./und.  (mA) 0
Observe polarity for correct LED function

Mechanical Data
Housing material  Polyamide
Material of sensing face  Polyamide
Connection  PVC cable
Degree of Protection IP 67
Rated shock: half-sinus, 50g, 11 ms
Rated vibration environment: 10g, 10...2000 Hz. 90 min

E Series Global Switches
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Electronic Switch (PNP NO), flying lead - HPNPS31, 8mm connector - HPNPQ31

.252.236 .197

118 FLYING LEAD

.387 .248

.882

LED

BK
BN

BU

+

.248.387

.252.197.236

9.843.882 1.104

LED
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+

Sensing Data
Ambient temperature range d (°F/°C)      -13 to +158 (-25 to +70)
Temperature drift (% of ) <= 0.3%/°C
Frequency of operating cycles f at Ue (kHz) 10
Turn on time t (ms) .05
turn off time t (ms) .05
Utilization categories  DC13
Function–/supply voltage indication  YES

Electrical Data
Rated operational voltage Ue (V) 24 DC
Supply voltage UB (V) 10...30 DC
  incl. ripple (% of Ue) 15
Voltage drop Ud at le Stat./dyn. (V) 1/–
Rated insulation volatage Ui (V) 75 AC
Rated supply frequency (Hz) DC
Rated operational current le (mA) 200
No-load supply current lo at Ue d./und.  (mA) 25/13
Protected against polarity reversal  YES

Mechanical Data
Housing material  Polyamide
Material of sensing face  Polyamide
Connection  PVC cable
Degree of Protection IP 67
Rated shock: half-sinus, 30 g, 11 ms
Rated vibration environment: 55 Hz, 1mm amplitude, 3 x 30

Electronic Switch (NPN NO), flying lead - HNPNS32, 8mm connector - HNPNQ32

.248.387

.197.236
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.882

LED
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LED
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Sensing Data
Ambient temperature range d (°F/°C)      -13 to +158 (-25 to +70)
Temperature drift (% of Sr) <= 0.3%/°C
Frequency of operating cycles f at Ue (kHz) 10
Turn on time t (ms) .05
turn off time t (ms) .05
Utilization categories  DC13
Function–/supply voltage indication  YES

Electrical Data
Rated operational voltage Ue (V) 24 DC
Supply voltage UB (V) 10...30 DC
  incl. ripple (% of Ue) 15
Voltage drop Ud at le Stat./dyn. (V) 1/–
Rated insulation volatage Ui (V) 75 AC
Rated supply frequency (Hz) DC
Rated operational current le (mA) 200
No-load supply current lo at Ue d./und.  (mA) 25/13
Protected against polarity reversal  YES

Mechanical Data
Housing material  Polyamide
Material of sensing face  Polyamide
Connection  PVC cable
Degree of Protection IP 67
Rated shock: half-sinus, 30 g, 11 ms
Rated vibration environment: 55 Hz, 1mm amplitude, 3 x 30
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