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M23 & M27 Round Cable Assemblies

M23 12 Pin Cables – Single Ended
M23 12 Pin Cable Assy., Female, 22 AWG

5 Meter CC1205MI00000000

10 Meter CC1210MI00000000

Female Connector (solder cups) CC12000000000000

M23 12 Pin Cables – Double Ended
M23 12 Pin Cable Assy., Female-to-Male, 22 AWG

2 Meter CC1202MI0CE12000

5 Meter CC1205MI0CE12000

10 Meter CC1210MI0CE12000

M23 19 Pin Cables – Single Ended
M23 19 Pin Cable Assy., Female, 22 AWG

5 Meter CC1905MI00000000

10 Meter CC1910MI00000000

Female Connector (solder cups) CC19000000000000

M23 19 Pin Cable Assy., Male, 22 AWG

5 Meter CE1905MI00000000

10 Meter CE1910MI00000000

M23 19 Pin Cables – Double Ended
M23 19 Pole Cable Assy., Female-to-Male, 22 AWG

2 Meter  CC1902MI0CE19000

5 Meter CC1905MI0CE19000

10 Meter CC1910MI0CE19000

M23-12 Pin Connector Configuration M23-19 Pin Connector Configuration
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M27 26 Pin Cables – Single Ended
M27 26 Pin Cable Assy., Female, 22 AWG

5 Meter CC2605MI00000000

10 Meter CC2610MI00000000

Female Connector (solder cups) CC26000000000000

M23 & M27 Round Cable Assemblies

M27 26 Pin Cables – Double Ended
M27 26 Pin Cable Assy., Female-to-Male, 22 AWG

2 Meter  CC2602MI0CE26000

5 Meter CC2605MI0CE26000

10 Meter CC2610MI0CE26000

Technical Data

Molded Body/Insert PUR

Coupling Nut Brass, Ni Plated

Cable PUR

Cable O.D. .220"

Voltage Rating 150 V

Amperage 8.0 A

Degree of Protection IP68 (mated)

Operating Temp 40˚C – 125˚C

Wire AWG 22

26 Pin Connector Configuration

Pin Out Color Code for M23 & M27 Cables
M23 Cables M27 Cables

Pin #1 White Pin #1 White
Pin #2 Brown Pin #2 Brown
Pin #3 Green Pin #3 Green
Pin #4 Yellow Pin #4 Yellow
Pin #5 Gray Pin #5 Gray
Pin #6 Pink Pin #6 Pink
Pin #7 Blue Pin #7 Blue
Pin #8 Red Pin #8 Green/Yellow
Pin #9 Black Pin #9 Black
Pin #10 Purple Pin #10 Purple
Pin #11 Gray/Pink Pin #11 Gray/Pink
Pin #12 Green/Yellow Pin #12 Red/Blue
Pin #13 White/Green Pin #13 White/Green
Pin #14 Brown/Green Pin #14 Brown/Green
Pin #15 White/Yellow Pin #15 White/Yellow
Pin #16 Yellow/Brown Pin #16 Yellow/Brown
Pin #17 White/Grey Pin #17 White/Grey
Pin #18 Gray/Brown Pin #18 Gray/Brown
Pin #19 Red/Blue Pin #19 White/Pink

Pin #20 Pink/Brown
Pin #21 White/Blue
Pin #22 Brown/Blue
Pin #23 White/Red
Pin #24 Brown/Red
Pin #25 White/Black
Pin #26 Brown/Black

Note: Go to www.numatics.com/wiringdiagrams for 
wiring information
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Sub-D Cables

25 Pin SUB-D MALE CABLE 22 AWG - UNSHIELDED

2 Meter - SA2502MCX0000000

5 Meter - SA2505MCX0000000

10 Meter - SA2510MCX0000000

25 Pin SUB-D FEMALE CABLE 22 AWG - UNSHIELDED

2 Meter - SC2502MCX0000000

5 Meter - SC2505MCX0000000

10 Meter - SC2510MCX0000000

25 Pin SUB-D MALE/FEMALE CABLE 22 AWG - UNSHIELDED

2 Meter - SA2502MCXSC25000

5 Meter - SA2505MCXSC25000

10 Meter - SA2510MCXSC25000

25 Pin SUB-D MALE CABLE 24 AWG - SHIELDED

2 Meter - SA2502MDX0000000

5 Meter - SA2505MDX0000000

10 Meter - SA2510MDX0000000

15 Pin SUB-D MALE CABLE 24 AWG - SHIELDED

2 Meter - SA1502MDX0000000

5 Meter - SA1505MDX0000000

10 Meter - SA1510MDX0000000

37 Pin SUB-D FEMALE CABLE 22 AWG - UNSHIELDED

2 Meter - SC3702MCX0000000

5 Meter - SC3705MCX0000000

10 Meter - SC3710MCX0000000

15 Pin MALE/25 Pin FEMALE SUB-D CABLE 
22 AWG - UNSHIELDED

2 Meter - SA1502MCXSC25000

5 Meter - SA1505MCXSC25000

10 Meter - SA1510MCXSC25000

Go to www.numatics.com/wiringdiagrams for wiring information
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CONNECTOR (CABLE) CONDUCTOR

Pin 1 Black

Pin 2 White

Pin 3 Red

Pin 4 Green

Pin 5 Orange

Pin 6 Blue

Pin 7 White/Black

Pin 8 Red/Black

Pin 9 Green/Black

Pin 10 Orange/Black

Pin 11 Blue/Black

Pin 12 Black/White

Pin 13 Red/White

Pin 14 Green/White

Pin 15 Blue/White

Pin 16 Black/Red

Pin 17 White/Red

Pin 18 Orange/Red

Pin 19 Blue/Red

Pin 20 Red/Green

Pin 21 Orange/Green

Pin 22 Black/White/Red  or  Brown/White

Pin 23 White/Black/Red  or  Yellow/Black

Pin 24 Red/Black/White  or  Violet/White

Pin 25 Green/Black/White  or  Gray/Black

Pin 26 Orange/Black/White  or  Yellow

Pin 27 Blue/Black/White  or Violet

Pin 28 Black/Red/Green  or Gray

Pin 29 White/Red/Green  or  Pink

Pin 30 Red/Black/Green  or  Light Green

Pin 31 Green/Black/Orange  or  Orange/ White

Pin 32 Orange/Black/Green  or  Pink/Black

Pin 33 Blue/White/Orange  or  Pink/Green

Pin 34 Black/White/Orange  or  Pink/Red

Pin 35 White/Red/Orange  or  Pink/Violet

Pin 36 Orange/ White/Blue  or Light Blue

Pin 37 White/Red/Blue  or Light Brown

Not Used Black/White/Green

Not Used White/Black/Green

Not Used Red/White/Green

Sub-D Cables continued

TECHNICAL DATA

Connector Body PVC

Cable PVC

Cable O.D. (Approx.) 37 Conductor, 22 AWG - 0.432"

Cable O.D. (Approx.) 25 Conductor, 22 AWG - 0.394"

Cable O.D. (Approx.) 25 Conductor, 24 AWG - 0.335"

Cable O.D. (Approx.) 15 Conductor, 24 AWG - 0.256"

Voltage Rating 300 V

Amperage 2.0 Amps/Conductor

Degree of Protection 25 Conductor, 22 AWG - 2.0 A/Conductor

Operating Temperature Max 80°C

Jack Screws 4-40 Thread
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Input Distribution Boxes

25 Pin SUB-D CONNECTOR. SINGLE POINT - 8 INPUTS

8 Port Distribution Box - 5 Pin 3 Wire/LED - NPN (Sinking)

2 Meters  - DB81TLNR02M25S00

5 Meters - DB81TLNR05M25S00

10 Meters - DB81TLNR10M25S00

8 Port Distribution Box - 5 Pin 3 Wire/LED - PNP (Sourcing)

2 Meters  - DB81TLPR02M25S00

5 Meters  - DB81TLPR05M25S00

10 Meters  - DB81TLPR10M25S00

15 Pin SUB-D CONNECTOR. SINGLE POINT - 8 INPUTS

8 Port Distribution Box - 5 Pin 3 Wire/LED - NPN (Sinking)

2 Meters  - DB81TLNR02M15S00

5 Meters - DB81TLNR05M15S00

10 Meters - DB81TLNR10M15S00

8 Port Distribution Box - 5 Pin 3 Wire/LED - PNP (Sourcing)

2 Meters  - DB81TLPR02M15S00

5 Meters  - DB81TLPR05M15S00

10 Meters  - DB81TLPR10M15S00

25 Pin SUB-D CONNECTOR. DOUBLE POINT - 16 INPUTS

8 Port Distribution Box - 5 Pin 4 Wire/LED - NPN (Sinking)

2 Meters  - DB82TLNR02M25S00

5 Meters - DB82TLNR05M25S00

10 Meters - DB82TLNR10M25S00

8 Port Distribution Box - 5 Pin 4 Wire/LED - PNP (Sourcing)

2 Meters  - DB82TLPR02M25S00

5 Meters  - DB82TLPR05M25S00

10 Meters  - DB82TLPR10M25S00

Go to www.numatics.com/wiringdiagrams for wiring information

PIN 4= INPUT 1 
PIN 3= COMMON 0 VDC
PIN 2= NOT USED
PIN 1= 24 VDC

PART#-DB81TL_R__M25S00

1 4

2 3

5

PIN 2= NOT USED

PART#-DB81TL_R__M15S00

PIN 3= COMMON 0 VDC
PIN 4= INPUT 1

PIN 1= 24 VDC32

1
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PIN 4= INPUT 1
PIN 3= COMMON 0 VDC

PIN 1= 24 VDC
PIN 2= INPUT 2

PART#-DB82TL_R__M25S00
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Output Distribution Boxes

25 Pin SUB-D CONNECTOR SINGLE POINT - 8 OUTPUTS

8 Port Distribution Box - 5 Pin 3 Wire/LED - PNP (Sourcing)

2 Meters  - DB81TLJP02M25S00

5 Meters - DB81TLJP05M25S00

10 Meters - DB81TLJP10M25S00

25 Pin SUB-D CONNECTOR DOUBLE POINT - 16 OUTPUTS

8 Port Distribution Box - 5 Pin 4 Wire/LED - PNP (Sourcing)

2 Meters  - DB82TLJP02M25S00

5 Meters  - DB82TLJP05M25S00

10 Meters  - DB82TLJP10M25S00

D-BOXES WITHOUT CABLE - UNIVERSAL

8 Port Block - 5 Pin w/ LED’s - NPN

DB82TLN000000000

8 Port Block - 5 Pin w/ LED’s - PNP

DB82TLP000000000

8 Port Block - 5 Pin without LED’s - Universal

DB82T0U000000000

TECHNICAL DATA

Molded Body/Housing Pocan PBT

Threaded Sleeve CuZn, Nickel Plated

Voltage Rating 10 - 30 VDC

Amperage 2 A per Signal

Protection IP 68, NEMA 6P

Operating Temperature -20°C to 90°C

Wire Range 26 - 24 AWG

2.36
(59.9)

1.54
(39.1)

0.18
(4.6)

2.87
(72.9)

4.21
(106.9)

5.98
(151.9)

Go to www.numatics.com/wiringdiagrams for wiring information

PIN 1= 24 VDC

PIN 4= OUTPUT 1 (SOURCING)
PIN 3= COMMON 0 VDC
PIN 2= NOT USED)

PART#-DB81TLJP__M25S00

1 4

5

2 3

PIN 4= OUTPUT 1 (SOURCING)
PIN 3= COMMON 0 VDC

PIN 1= 24 VDC
PIN 2= OUTPUT 2 (SOURCING)

PART#-DB82TLJP__M25S00
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